
Dimensions
Transport (HxBxT):
2593 x 2350 x 940 mm

Dimensions (HxWxD)
5563 x 2350 x 940 mm

Weight
Foundation: 1050 kg

Multi-purpose sign base Order number

Multi-purpose sign base with concrete base for LED variable message signs
2x2K420 (850 x 850 mm), 3x3K360 (1210 x 1210 mm) or 3x4K420
(1390 x 1810 mm)

080460-01

Accessories and Spare parts Order number

Lower mast section for Multi-purpose sign base
LED variable message signs

080460-01-02

Middle mast section for Multi-purpose sign base
LED variable message signs

080460-01-03

Top mast section for Multi-purpose sign base
LED variable message signs

080460-01-04

Cross stud for mounting solar modules 080460-01-05

Lead Gel Rechargeable Battery 12V 210 Ah (discharge of 20 h),
for drive purposes and lighting, cycle-resistant

165338

Further information
NIS-02257
Entry on nissen-germany.com

Subject to technical modifications. Pictures can differ from the original product. Version 12/2024 export@nissen-germany.com

VarioSign LED Variable Message Sign

Multi-purpose sign base
Mast sections made of corrosion-resistant hot galvanized steel

The multi-purpose sign base can be set up and assembled modularly

Wind load calculations according to German standards

Concrete base including box for 2x 210/230 Ah

rechargeable batteries or 4x 140/180 Ah rechargeable batteries

Rechargeable battery box lockable with lock securing

Mast diameter 133 mm

Statics calculation veri�able on request

(for LED variable message signs 3x4K420)

Optionally available with

solar package
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